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monthly observation of the percent
leaking coke oven doors using Method
303 in appendix A to this part, the per-
cent opacity of visible emissions from
the control device for the shed using
Method 9 in appendix A to part 60 of
this chapter, and visible emissions
from the shed using Method 22 in ap-
pendix A to part 60 of this chapter;

(e) The certified observer shall make
available to the implementing agency
as well as to the owner or operator, a
copy of the daily inspection results by
the end of the day and shall make
available the calculated rolling aver-
age for each emission point to the
owner or operator as soon as prac-
ticable following each performance
test. The information provided by the
certified observer is not a compliance
determination. For the purpose of noti-
fying an owner or operator of the re-
sults obtained by a certified observer,
the person does not have to be cer-
tified.

(f) Compliance shall not be deter-
mined more often than the schedule
provided for performance tests under
this section. If additional valid emis-
sions observations are obtained (or in
the case of charging, valid sets of emis-
sion observations), the arithmetic av-
erage of all valid values (or valid sets
of values) obtained during the day shall
be used in any computations performed
to determine compliance under para-
graph (d) of this section or determina-
tions under § 63.306.

(g) Compliance with the alternative
standards for nonrecovery coke oven
batteries in § 63.303; shed inspection,
maintenance requirements, and moni-
toring requirements for parameters af-
fecting the shed exhaust flow rate for
batteries subject to alternative stand-
ards for coke oven doors under § 63.305;
work practice emission control plan re-
quirements in § 63.306; standards for by-
pass/bleeder stacks in § 63.307; and
standards for collecting mains in
§ 63.308 is to be determined by the en-
forcement agency based on review of
records and inspections.

(h) For a flare installed to meet the
requirements of § 63.307(b):

(1) Compliance with the provisions in
§ 63.307(c) (visible emissions from
flares) shall be determined using Meth-
od 22 in appendix A to part 60 of this

chapter, with an observation period of
2 hours; and

(2) Compliance with the provisions in
§ 63.307(b)(4) (flare pilot light) shall be
determined using a thermocouple or
any other equivalent device.

(i) No observations obtained during
any program for training or for certi-
fying observers under this subpart
shall be used to determine compliance
with the requirements of this subpart
or any other federally enforceable
standard.

§ 63.310 Requirements for startups,
shutdowns, and malfunctions.

(a) At all times including periods of
startup, shutdown, and malfunction,
the owner or operator shall operate and
maintain the coke oven battery and its
pollution control equipment required
under this subpart, in a manner con-
sistent with good air pollution control
practices for minimizing emissions to
the levels required by any applicable
performance standards under this sub-
part. Failure to adhere to the require-
ment of this paragraph shall not con-
stitute a separate violation if a viola-
tion of an applicable performance or
work practice standard has also oc-
curred.

(b) Each owner or operator of a coke
oven battery shall develop and imple-
ment according to paragraph (c) of this
section, a written startup, shutdown,
and malfunction plan that describes
procedures for operating the battery,
including associated air pollution con-
trol equipment, during a period of a
startup, shutdown, or malfunction in a
manner consistent with good air pollu-
tion control practices for minimizing
emissions, and procedures for cor-
recting malfunctioning process and air
pollution control equipment as quickly
as practicable.

(c) During a period of startup, shut-
down, or malfunction:

(1) The owner or operator of a coke
oven battery shall operate the battery
(including associated air pollution con-
trol equipment) in accordance with the
procedure specified in the startup,
shutdown, and malfunction plan; and

(2) Malfunctions shall be corrected as
soon as practicable after their occur-
rence, in accordance with the plan.
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(d) In order for the provisions of
paragraph (i) of this section to apply
with respect to the observation (or set
of observations) for a particular day,
notification of a startup, shutdown, or
a malfunction shall be made by the
owner or operator:

(1) If practicable, to the certified ob-
server if the observer is at the facility
during the occurrence; or

(2) To the enforcement agency, in
writing, within 24 hours of the occur-
rence first being documented by a com-
pany employee, and if the notification
under paragraph (d)(1) of this section
was not made, an explanation of why
no such notification was made.

(e) Within 14 days of the notification
made under paragraph (d) of this sec-
tion, or after a startup or shutdown,
the owner or operator shall submit a
written report to the applicable per-
mitting authority that:

(1) Describes the time and cir-
cumstances of the startup, shutdown,
or malfunction; and

(2) Describes actions taken that
might be considered inconsistent with
the startup, shutdown, or malfunction
plan.

(f) The owner or operator shall main-
tain a record of internal reports which
form the basis of each malfunction no-
tification under paragraph (d) of this
section.

(g) To satisfy the requirements of
this section to develop a startup, shut-
down, and malfunction plan, the owner
or operator may use the standard oper-
ating procedures manual for the bat-
tery, provided the manual meets all
the requirements for this section and is
made available for inspection at rea-
sonable times when requested by the
Administrator.

(h) The Administrator may require
reasonable revisions to a startup, shut-
down, and malfunction plan, if the Ad-
ministrator finds that the plan:

(1) Does not address a startup, shut-
down, or malfunction event that has
occurred;

(2) Fails to provide for the operation
of the source (including associated air
pollution control equipment) during a
startup, shutdown, or malfunction
event in a manner consistent with good
air pollution control practices for
minimizing emissions; or

(3) Does not provide adequate proce-
dures for correcting malfunctioning
process and/or air pollution control
equipment as quickly as practicable.

(i) If the owner or operator dem-
onstrates to the satisfaction of the Ad-
ministrator that a startup, shutdown,
or malfunction has occurred, then an
observation occurring during such
startup, shutdown, or malfunction
shall not:

(1) Constitute a violation of relevant
requirements of this subpart;

(2) Be used in any compliance deter-
mination under § 63.309; or

(3) Be considered for purposes of
§ 63.306, until the Administrator has re-
solved the claim that a startup, shut-
down, or malfunction has occurred. If
the Administrator determines that a
startup, shutdown, or malfunction has
not occurred, such observations may be
used for purposes of § 63.306, regardless
of whether the owner or operator fur-
ther contests such determination. The
owner’s or operator’s receipt of written
notification from the Administrator
that a startup, shutdown, or malfunc-
tion has not occurred will serve, where
applicable under § 63.306, as written no-
tification from the certified observer
that an exceedance has occurred.

§ 63.311 Reporting and recordkeeping
requirements.

(a) After the effective date of an ap-
proved permit in a State under part 70
of this chapter, the owner or operator
shall submit all notifications and re-
ports required by this subpart to the
State permitting authority. Use of in-
formation provided by the certified ob-
server shall be a sufficient basis for no-
tifications required under § 70.5(c)(9) of
this chapter and the reasonable inquiry
requirement of § 70.5(d) of this chapter.

(b) Initial compliance certification. The
owner or operator of an existing or new
coke oven battery shall provide a writ-
ten statement(s) to certify compliance
to the Administrator within 45 days of
the applicable compliance date for the
emission limitations or requirements
in this subpart. The owner or operator
shall include the following information
in the initial compliance certification:

(1) Statement, signed by the owner or
operator, certifying that a bypass/
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